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Abstract. The territory of Indonesia has geographical, geological, hierarchical and 
demographic conditions that enable disasters or emergencies, whether caused by 
natural or non-natural factors. When an emergency occurs, evacuation must be carried 
out as quickly and effectively as possible to minimize losses. Evacuation Emergency 
conditions are things that need to be considered by every building manager. However, 
until now buildings are still often found that are operating but have not met the 
requirements of building function worthy certificates. The hotel building is one of the 
buildings that need to be considered is the emergency response system and its 
evacuation route. The hotel building is a vertical residential building that has many 
users and activities, so it requires an optimal evacuation route. This study aims to 
analyze the effectiveness of evacuation routes in hotel buildings and recommend 
proper evacuation routes for a hotel building. A descriptive study was conducted to 
determine the existing conditions and simulations using Rockwell Arena software to 
determine the visitor's evacuation speed in hotel buildings. The results of the research 
and simulation of Rockwell Arena software indicate that the evacuation path in hotel 
buildings has not been sufficient so that design recommendations are needed to 
improve the effectiveness of evacuation routes. This research can be used as a 
reference and consideration for finding out the problems that exist on the evacuation 
routes in hotel buildings. 
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1. Introduction  
Emergency evacuation is something that needs to be considered by every building manager. The 
government has regulated this in Article 59 of the Republic of Indonesia Government 
Regulation No. 36 of 2005 about Regulations for Implementation of Law No. 28 of 2002 about 
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Building. The regulation has explained about Occupational Safety and Health (K3) standards 
and evacuation in high-rise buildings or regular buildings. 
The achievement of safe evacuation in an emergency condition on buildings is one of the 
purposes of feasible building requirements (SLF). However, until now some buildings operate 
but have not met the SLF requirements. 
A building that its emergency response system and evacuation route needs to be considered is a 
hotel building.  The hotel building is a temporary vertical residential building which tends to 
have many visitors and activities. According to the Minister of Manpower Decree No. 
186/MEN/1999, hotel buildings are included in the classification of mild fire hazard buildings. 
However, hotel buildings use interiors with materials that facilitate fire propagation such as 
carpets, wood, and paper [1]. 
The Grand Kanaya Hotel is a hotel building in North Sumatra. The number of room units in this 
hotel is quite high. There are 152 rooms in this hotel building, so it requires a good emergency 
evacuation route for all its visitors. The by analyzing the effectiveness of this evacuation route it 
is expected to examining the feasibility of the evacuation route and referring to the designers 




2.  Literature Review  
Emergency conditions are events or series of events that are threatening and disrupting people's 
lives and livelihoods caused by natural factors and/or non-natural factors as well as human 
factors resulting in human deaths, environmental damage, property losses, and psychological 
impacts [2]. 
According to the Department of Labor (2003) emergencies are abnormal situations or events 
that occur suddenly and can disrupt community activities and need to be addressed immediately. 
According to Ministerial Decree SK 241/H/70 of 1970, Hotels are companies that provide 
services in the form of lodging or accommodation and provide meals and other facilities to the 
public that meet the requirements of comfort, commercial privacy, and purpose. According to 
the Ministry of Public Works (2012) evacuation is a direct and rapid movement of people away 
from threats or actual events of danger. 
According to the Fire Training Guide Tk 1 (2002), it is stated that the evacuation route is a 
continuous exit or path that is unobstructed and must be passed by the user in the event of an 
emergency from any point/place in the building to a safer place. Evacuation route is the path 
used as a direct and rapid transfer of people who will stay away from threats or events that could 
endanger lives [3]. 
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The element of Evacuation Route 
The requirement for the distance of the corridor to the exit of each place must be not more than 
20 m from the door to the outside, or from an area with a two-way lane to 2 doors out available 
if the maximum distance to one of the exits is not exceeding 40 m [4]. 
Every state building with a level total more than three floors, nine must have a minimum two 
emergency stairs with a maximum emergency distance/rescue 30 m (if using a sprinkler the 
distance can be 1.5 times or 45m). The minimum emergency/rescue stair width is 1.20 m. 
Emergency/rescue stairs should not be in the form of a vertical circular staircase (Figure 1), exit 
on the ground floor directly to the outside [5]. 
 
Figure 1. Stair Details 
(Source: SNI 03-1746-2001) 
Exits or pointing arrows must be placed at the intersection of the corridor, way out to the 
emergency staircase, balcony or terrace and the door to the emergency stairs. A clear exit sign 
will facilitate and speed up the evacuation process because it eliminates the dangers of building 
residents during the fire event [6]. 
The size of the direction sign that reads "EKSIT" or other suitable words, with letters that are 
easy to see, a height of at least 15 cm, a letter thickness of at least 2 cm. The word "EKSIT" 
must have a letter width of at least 5 cm except for the letter "I" and a minimum distance 
between letters of at least 1 cm (Figure 2). Larger direction signs are made with width, 
thickness, and length of messages proportional to their height. 
 
International Journal of Architecture and Urbanism  Vol. 03, No.03, 2019 286 
 
 
Figure 2. Signage standard size 
(Source: SNI 03-6574-2001) 
Each emergency lamp must work automatically and have a sufficient level of lighting for safe 
evacuation (minimum of 10 Lux is measured on the floor). If you have a centralized system, one 
backup power and automatic control must be protected from damage due to fire with a cover 
construction that has a Fire Resistance Level (TKA) not less than 1 hour. Emergency lights used 
must be by applicable standards (Figure 3) [7]. 
 
Figure 3. Emergency lamp Symbol Identification 
(Source: SNI 03-6574-2001) 
In an evacuation of a building, all building users or occupants of the building are directed to an 
assembly point that should be easily accessible and safe enough from danger. Besides, the 
minimum space for one person when standing in groups is 70 cm2 per person [8]. 
Designers should design parts of a building that can ensure all users have enough time to save 
themselves in the event of an emergency. However, due to diverse users, structures and types of 
emergencies, it is challenging to estimate the exact duration [6]. Even so, most regulations and 
standards determine the period of the evacuation of some past events. The period most 
commonly used as a standard duration of removal is 2.5 minutes. Class 9 buildings must have a 
fire resistance structure of at least 60 minutes [9]. So it can be said for class 9 buildings that the 
effective evacuation time is less than 60 minutes  
3. Methodology  
The research location is a 3-star hotel located on Jalan Darussalam No. 12, Medan, North 
Sumatra, Indonesia (Figure 4). The hotel consists of 152 rooms with additional facilities such as 
restaurants, lounges, souvenir shops, meeting rooms, and ballrooms. Grand Kanaya Hotel 
Building includes of a single building. For this study, the author took a sample of the Grand 
Kanaya Hotel building which is a vertical residential building with six floors high (Figure 5). 
BLACK 
WHITE 
International Journal of Architecture and Urbanism  Vol. 03, No.03, 2019 287 
 
 
Figure 4.  Location of Research Area 
(Source: Google Earth, 2018) 
 
Figure 5. Grand Kanaya Hotel’s Floorplans 
To obtain the existing data from the evacuation route at Grand Kanaya Hotel, a descriptive 
study was conducted [10]. Meanwhile, to determine the speed of evacuation of residents at the 
Grand Kanaya Hotel, simulation methods were used using the Rockwell Arena software.  
Arena software is a program that processes of designing a real system model in the field with 
the aim of understanding system behavior and evaluating it to improve the performance of a 
Basement Plan 1
st Floor Plan 
2nd Floor Plan 3
rd – 6th Floor Plan 
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system. This software is equipped with an input analyzer that is useful to find out the 
distribution of a group of data. 
The first step to finding the speed of evacuation is to make a hotel visitor evacuation route based 
on observations and field conditions. Then calculate the speed of the evacuation of individual 
locked based on the formula in NFPA 1995 (Method To Calculate The Travel Time)
 
 
From the density of the occupants we can decide the particular speed of visitors, as follows 
(Table 1) : 
Table 1. Every Variables Characteristic toward Condition and Facility Types 
Type Of Facility Condition Density Speed of person Specific Flow 
Stairs (down) Low <1,9 1,0 0,54 
 Optimum 1,9 to 2,7 0,50 0,94 
 Moderate 2,7 to 3,2 0,28 0,77 
 Crush >3,2 0,3 0,42 
Stairs (up) Low <1,9 0,8 0,43 
 Optimum 1,9 to 2,7 0,40 0,75 
 Moderate 2,7 to 3,2 0,22 0,62 
 Crush >3,2 0,10 0,32 
Corridors Low <1,9 1,4 0,76 
 Optimum 1,9 to 2,7 0,70 1,3 
 Moderate 2,7 to 3,2 0,39 1,10 
 Crush >3,2 0,18 0,55 
(Source: IMO’s Interim Guidelines) 
4.  Result and Discussion 
The maximum mileage in a hotel building is 45 meters. However, the current maximum 
distance on floors 3 to 6 reaches 51 meters, exceeding the standard. While the dimensions of the 
corridor are by the rule that is not less than 2 meters in height and a width of not less than 1 
meter (Figure 6). 
D= p/m2 
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Figure 6. Corridor Condition 
Buildings over three floors should have at least two emergency stairs, but Grand Kanaya Hotel 
only has one emergency stair. The emergency staircase door is by the standard by opening to the 
stairs but the material used is wood material that is flammable (Figure 7). The shape of the 
emergency staircase is appropriate (Figure 8). The emergency staircase exit is also proper, 
which is towards the outside of the building (Figure 9). 
 
Figure 7. Exit Doors 
International Journal of Architecture and Urbanism  Vol. 03, No.03, 2019 290 
 
 
Figure 8. Emergency Stair 
 
Figure 9. Exit toward Assembly Point 
The size of the direction sign is appropriate so that it can be easily seen. The installation 
location of the directional sign is suitable, which is placed at the intersection of the corridor 
(Figure 10). The presence of emergency lights in the hallway is appropriate, but there are no 
emergency lights on the emergency stairs (Figure 11). Gathering point is available around the 
Grand Kanaya Hotel (Figure 12), the minimum area required is 658m2, the open space is 680 
m2 so that it is as needed. 
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Figure 10. Exit Sign and its Location 
 
Figure 11. Location of Emergency Lamp 
 
Figure 12. Assembly Point 
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Figure 13. Schematic of Overall Evacuation Route 
Overall, evacuation routes on floors 3 to 6 have only one exit option which is an emergency 
staircase. While on the 2nd floor to the basement there is a standard staircase and ramp which is 
an alternative. When visitors arrive on the 1st floor, the exit is also divided into two, namely the 
emergency exit to the meeting point behind the building and the front door leading to the 
assembly point in front of the building (Figure 13). 
On the 3rd to 6th floor corridors, the average arrival of each person to the emergency stairs is 
19.08 seconds with the fastest time of 3.5 seconds and the longest time is 36.42 seconds. On the 
second floor corridor, the average arrival of each person to the emergency stairs was 21.5 
seconds with the fastest time of 6.5 seconds and the longest time 46.8 seconds. On the 1st floor 
corridor, the average arrival of each person to the emergency stairs is 19 seconds with the fastest 
time of 4.2 seconds and the longest time is 34.28 seconds. In the basement corridor, the average 
arrival of each person to the emergency stairs is 17 seconds with the fastest time of 12 seconds 
and the longest time is 23 seconds. On the emergency stairs on the 2nd floor to 6 the most rapid 
possibility is 7.92 seconds, while the most extended chance is 26.4 seconds. On the basement 
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Table 2. Accumulation Result of Evacuation Time 
 
From the modeling results obtained, the average total travel time required by all Kanaya Grand 
hotel visitors will be 5672.28 seconds or 94.53 minutes. This can be seen in the draft simulation 
results in the "Accumulated Time" column time from the emergency door to the assembly point 
(Table 2). 
Based on existing standards, a building must last at least 60 minutes to anticipate evacuation 
with many people. Meanwhile, in the Grand Kanaya Hotel, it took 94.53 minutes to evacuate all 
visitors. So to increase the effectiveness of the Grand Kanaya Evacuation Line in accordance 
with the regulation of the Minister of Public Works No. 45/PRT/M/2007 and SNI 03-1746-2000 
that more than 3 floors of buildings should have at least 2 emergency stairs, the floor plan 
recommended by the author is an additional recommendation for emergency stairs so that Grand 
Kanaya Hotel meets the applicable standards. 
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Figure 15. Recommendation Addition of Emergency Stair on the South Side
 
With the addition of an emergency staircase on the south side (Figure 15), there is also an 
increase in the choice of emergency exits at Grand Kanaya Hotel to increase the effectiveness of 
the evacuation route in this hotel. The following table is the simulation result with the addition 
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Table 3. The Simulation Result  of Addition Emergency Stair on the South Side 
 
It can be seen that the highest evacuation time is through the front door with 2904 seconds or 48 
minutes (Table 3). With the recommendation of adding emergency stairs on the south side, the 
evacuation speed at Grand Kanaya Hotel increased by 48%. 
 
Figure 17. Recommendation Addition of Emergency Stair on the Southeast Side 
Basement Plan 1st Floor Plan 
2nd Floor Plan 3
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With the addition of an emergency staircase on the southeast side (Figure 17), there is also an 
increase in the choice of emergency exits at Grand Kanaya Hotel so that it can increase the 
effectiveness of the evacuation route in this hotel. The following table is the simulation result 
with the addition of emergency stairs on the southeast side. 
Table 4. The Simulation Result  of Addition Emergency Stair on the Southeast Side 
 
It can be seen that the highest evacuation time is through Exit 1 with a time of 2546 seconds or 
42 minutes (Table 4). With the recommendation of adding emergency stairs on the southeast 
side, the evacuation speed at Grand Kanaya Hotel increased by 55%. 
5. Conclusion  
The use of Rockwell Arena software is sufficient enough to calculate the evacuation speed of 
Grand Kanaya hotel visitors because the Rockwell Arena software is a software that can 
simulate a system model with statistical data processing capabilities. 
Based on the results of data processing using Rockwell Arena software, the evacuation speed of 
visitors at the Grand Kanaya Hotel has not been effective, which is 5672.28 seconds or 94.53 
minutes. The evacuation time of Grand Kanaya Hotel does not meet the evacuation time 
requirement of 60 minutes. This is due to several elements of the evacuation route at the Grand 
Kanaya Hotel which do not meet the standards. Like, the maximum distance of the corridor on 
the 3rd to 6th floors reaches 51 meters. Besides, the minimum number of emergency stairs in 
buildings of more than three levels is two emergency stairs, but Grand Kanaya Hotel only has 
one emergency stair. 
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By adding an emergency stair on the south side that is parallel to the existing emergency ladder, 
the evacuation speed can be increased by 48%. From the initial evacuation speed, 94 minutes 
was reduced to 48 minutes. By adding emergency ladders on the southeast side which are 
located crossing with the existing emergency ladder, it can increase the evacuation speed by 
55%. From the initial evacuation speed, 94 minutes was reduced to 42 minutes.
 
The most effective recommendation is to adding stairs on the southeast side with the fastest 
evacuation time of 2546 seconds or 42 minutes. 
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